Metal anchors

Concrete
screw

Advantages

BTS B, hex-head
- zinc flake coating
- stainless steel A4

BTS ST, countersunk head
- zinc plated
- stainless steel A4

Approvals and certificates

Option 1 R
¥ o
0 M

+ Approved for cracked and non-cracked concrete

+ High loads combined with an easy application
(the use of a suitable impact wrench is recommended)

+ Variable, because of three setting depths

European Technical Assessment see assessment from @8‘
. Option 1 f ked A0
+ The BTS may be adjusted P e
+ Bigrange, also in stainless steel and different head —_
shapes available A4

STAINLESS
STEEL

+ The BTS is also ideal for temporary fixings as it can be
removed completely

+  Zinc flake coating (ZnAl) for improved corrosion
resistance and higher application security

-

Mounting

RELE I}
@ m

Suitable building materials

BTS 8: Impact wrench max. 300 Nm
. BTS 10: Impact wrench max. 400 Nm
Very suitable BTS 14: Impact wrench max. 650 Nm

The BTS may be adjusted up to two times for max. 10 mm in order to use shims
- for details see assessment.

Plug length L,

* Concrete ! Anchorage depth h .Thickness!of fixture t;,
[ [ I
Suitable to a limited extent =
= <
2 =
=}
- Dense natural stone 24,] E Id‘ g
Screw @ d; =}
Torque
Drill hole depth h, Tiny
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CELO

Concrete screw BTS

®

BTS B, zinc flake coating with hex-head and integral washer (washer-@: BTS 8: @ 16,2 mm; BTS 10: @ 20,0 mm; BTS 14: @ 30,0 mm)

Type Arte dg, L, h,> Boom > t, < N @ e/ =7} wa
d, - L, [mm] [mm] [mm] [mm] ey 100 pes [pcs] [pcs]
8-50/- 9ZG850BTSB 10,6 x50 55/-/- 45/-/- 5/-/- SW13 [ 50 250
8-70/5 9ZG870BTSB 10,6x70 55/65/75 45/565/65 25/15/5 SW13 [ 50 250
8-80/15 97G880BTSB 10,6x80 55/65/75 45/55/65 35/25/15 SW 13 [ 50 250
8-90/25 9ZG890BTSB 10,6x90 55/65/75 45/55/65 45/35/25 SW 13 [ J 50 250
8-100/35 9ZG8100BTSB 10,6x100 55/65/75 45/55/65 55 /45 /35 SW13 [ J 50 250
8-120/55 97G8120BTSB 10,6x120 55/65/75 45/55/65 75/65/55 SW 13 [ 50 250
10-60/- 97G1060BTSB 12,6 x60 65/-/- 55/-/- 5/-/- SW 15 [ 50 250
10-70/- 9ZG1070BTSB 12,6x70 65/-/- 55/-/- 15/-/- SW15 [ J 40 200
10-80/- 9ZG1080BTSB 12,6x80 65/85/- 55/57/ - 25/5/- SW 156 [ J 40 200
10-90/5 9ZG1090BTSB 12,6x90 65/85/95 55/75/85 35/15/56 SW 15 [ 40 200
10-100/15 9ZG10100BTSB 12,6 x100 65/85/95 55/75/85 45/256/15 SW15 [ J 40 200
10-120/35 9ZG10120BTSB 12,6x120 65/85/95 55/75/85 65/45/35 SW 15 [ J 40 200
10-140/55 9ZG10140BTSB 12,6x140 65/85/95 55/75/85 85/65/55 SW15 [ J 30 150
10-160/75 97G10160BTSB 12,6x160 65/85/95 55/75/85 105/85/75 SW15 [ 30 150
10-180/95* 9ZG10180BTSB 12,6x180 65/85/95 55/75/85 125/105/95 SW15 [ J 20 100
10-200/115* 97G10200BTSB 12,6x200 65/85/95 55/75/85 145/125/115 SW 156 [ 20 80
10-240/155* 97G10240BTSB 12,6 x240 65/85/95 55/75/85 185/165/155 SW 15 [ 20 80
10-280/195* 9ZG10280BTSB 12,6 x280 65/85/95 55/75/85  225/205/195 SW 15 [ J 20 80
14-80/- 9ZG1480BTSB 16,6 x80 85/-/- 75/-/- 5/-/- SW 21 [ J 20 100
14-110/- 9ZG14110BTSB 16,6x110 85/110/- 75/100/- 35/10/- SW 21 [ J 20 100
* with large washer according to 1ISO 7094 (DIN 440) for woodworking (included in packing, outer @ = 44 mm)
=1 @
BTS B, stainless steel A4 with hex-head and integral washer (washer-@: BTS 8: @ 16,2 mm; BTS 10: @ 20,0 mm)
Type Art-No dg, Ly h,2 R 2 L Recess :@: €/ 5 ma
d, - L, [mm] [mm] [mm] [mm] 74 100 pcs [pcs] [pcs]
8-80/15 9X880BTSB 10,6 x80 55/65/75 45/55/65 35/25/15 SW13 [ J 50 250
10-90/5 9X1090BTSB 12,6 x90 65/85/95 55/75/85 35/15/5 SW 15 [ J 40 200
10-100/15 9X10100BTSB 12,6 x100 65/85/95 55/75/85 45/25/15 SW 15 [} 40 200
* with large washer according to 1SO 7094 (DIN 440) for woodworking (included in packing, outer @ = 44 mm)
BTS ST zinc plated with countersunk head (Head-@: BTS ST 8:@ 19,5 mm; BTS ST 10: @ 21,56 mm)
Type Art-No dg, Ly hy= [ IS Drive ;@; €/ 6 7
d, - L, [mm] [mm] [mm] [mm] el 100PCS  [pos] [pcs]
8-80/15 9880BTSST 10,6x80 55/65/75 45/55/65 35/25/15 TX 40 [ ] 50 250
10-90/5 91090BTSST 12,6 x90 65/85/95 55/75/85 35/156/56 TX 50 [ J 40 200
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Concrete screw BTS

Plug length L,

Anchorage depthh

.Thickness

of fixture

Drill hole @
=ﬂ-

Screw @ d,

Drill hole depth h,

B

B

Clearance hole-@

Torque

imp

et &

BTS ST stainless steel A4 with countersunk head (Head-@:BTS ST 8:@ 19,56 mm; BTS ST 10: @ 21,5 mm)

Metal anchors

Type d. L h,> h > t < S
yp Art-No Sx —d 1 nom fix Drive ;@: 1 €/ g

d,- L, [mm] [mm] [mm] [mm] » 00 pcs [pcs]

8-80/15  9X880BTSST 10,680 55/665/75 45/55/65 35/25/15 TX 40 50 250
10-90/5 9X1090BTSST 12,6x90 65/85/95 55/75/85 35/15/5 TX 50 40 200

Loads and installation parameters (values are valid for BTS in carbon steel and stainless steel)

Drill hole @ d, [mm] 8 10 14
Thread @ d, [mm] 10,6 12,6 16,6
@ of clearance hole in fixture d;= [mm] 12 14 18
Anchorage depth hye [mml| 45 | 85 65 55 5 | es 5 | 100 | s

C20/25 N

Permissible tension load in non-cracked concretet: 23]

C20/25 N

per

kN |

3,6

| 57

7.6

57

9,5

169 |

Permissible shear load in cracked concrete

C20/25 \

per

kN |

35

| 48

6,4

48

159

| 192 |

76 | 241 |

30,3

Permissible shear load in non-cracked concrete

C20/25 V

per

Permissible bending moment M

per

kN |

N |

50

| 68

15

9,0

6.8

19,4

32

| 194 |

106 | 320 |

106

320

Spacing and edge distance

Spacing® Son [mm] 105 129 156 129 180 204 174 237 276
Edge distance? Corn [mm] 53 65 78 65 90 102 87 119 138
Minimum spacing® S [mm] 40 50 50 50 50 50 50 70 70
Min. edge distance® i [mm] 40 50 50 50 50 50 50 70 70
Min. thickness of structural part N [mm] 100 100 120 100 130 130 130 150 170
mapxééﬁfé'ﬁgﬁ” torque for T.c [Nl 300 400 650

! Permissible loads for single anchor without influence of spacing and edge distance.
% Load figures include the resistances” partial safety factors as per ETA assessment and a partial factor on the action of y_= 1,4.

9 For higher concrete strengths up to C50/60 the values increase by max. 55% compared with C20/25.
41f underrun the char. spacing or edge distance (C_ or S_) the loads must be reduced. h_,

0

S,.and C_ mustbe observed.
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Concrete
screw

Advantages

m BTS6 B, hex-head
m BTS6 PT, pan-head

BTS6 PTL, pan-head large

b AL L g l BTS6 E, connecting thread

+ Very fast method for fixing rails, clamps, threaded
rods aso.

+ Also approved for fixing in precast pre-stressed hollow
core slabs

+ Easy system with a special accessory: Assembling in just
two steps; drilling and fixing with the same tool

Different heads for various applications
+ Two setting depths for a higher application flexibility
+ Short lengths, this means less risk of hitting rebars

Suitable building materials

Very suitable

+ Concrete

+ Precast pre-stressed
hollow core slabs

Suitable to a limited extent

+ Dense natural stone

Approvals and certificates

For multiple use for non-structural
applications in cracked concrete

Mounting

see assessment

Concrete| [R 1

0224

M8, M10

Plug length L,

Anchorage depth h_

ThicknessI of fixture t;,
, )

Drill hole @
en.

Drill hole depth h,

Clearance hole-@

Torque
T,

imp




Metal anchors

Concrete screw BTSé

sssern=y)

BTS6 B, zinc flake coating with hex-head with integral washer, washer-@: 14,0 mm, zinc flake coating

Type dg, L h,> hon= t, < I may
Art-No sxe ! ° ! Recess ;@; 10§/ =

d, - L, [mm] [mm] [mm] [mm)] b pcs [pcs] [pcs]

6-40/5 97G640BTSB 7,5%x40 40 35 5 SW10 ([ ] 150 750

6-55/5 9ZG655BTSB 7,5%x55 40/55 35/50 20/5 SW10 [ ] 100 500

sn=) (&

BTSé PT, zinc flake coating with pan-head (TX 30), head-@: 14,5 mm

Type dg L h, > h > t. < P [y
yp Al’t'NO Sx d 1 nom fix Drive :@: €/ g
dy- L, [mm] [mm] [mm] [mm] 4 100 pcs [pcs] [pcs]
6-40/5 9ZG640BTSPT 7,5x40 40 85} 5) TX30 [ 150 750
6-55/5 9ZG655BTSPT 7,5%x55 40/565 35/50 20/5 TX30 [ ] 100 500

BTSé6 PTL, zinc flake coating with pan-head large (TX 30), head-@: 19 mm

Type d. L h,> h > t. < S mas
vp Ao sl . - - ve  BDY 5/ =

d, - L, [mm] [mm] [mm] [mm] 4 pcs [pes] [pcs]

6-40/5 9ZG640BTSPTL 7,5%x40 40 85) 5) TX30 [} 150 750

6-55/5 9ZG655BTSPTL 7,5%x55 40/55 35/50 20/5 TX30 [ ] 100 500

SEERnde (&)

BTSé6 E, zinc flake coating with connecting thread, washer-@: 14,0 mm

Type @l Ly h,> hom = Connecting S e/ =7 i/l
Art-No - Recess RN 00

d, - L, [mm] [mm] [mm] threa 4 100 pes [pcs] [pcs]

6-35 97G635M6BTSE 7,5%x35 40 35 M6 (L = 5 mm) SW10 [ ] 150 750

6-35 9ZG635M8BTSE 7,5x35 40 35 M8 (L =15mm) SW10 [ J 100 500

el e

BTSé6 H, zinc flake coating with internal thread, washer-@: M6 and M8: 14,0 mm; M10: 17,0 mm

Type Art-No doxby h2 Moo = Internal thread Recess :@3 2 = =
d - L, [mm] [mm] [mm] il 100pcs [pes] [pes]
6-35 97G635M6BTSH 7,5x35 40 35 M6 (L = 10 mm) SW10 [ ] 150 750
6-35 97G635M8BTSH 75x35 40 35 M8 (L =15 mm) SW10 [ ] 100 500
6-50 9ZG650M8BTSH 7,5x50 55 50 M8 (L = 15 mm) SW10 [ J 100 500
6-35 97G635M10BTSH 75x35 40 35 M10 (L =15 mm) SW13 [ J 100 500
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Concrete screw BTSé

Accessories M _
Concrete screw oot

SDS special drill bit @6 mm Special adapter Socket wrench
Usable drill length 105 mm Put over the drill bit and the socket wrench for quick mounting of
all BTS6 with hex-head

Accessories for concrete screw BTSé

Type Art-No d, L Recess 1€/c 5 &

[mm] [mm] P [pel [pes]
Special drill bit SDS 6 mm 6115SDSTRBCA 6 175 SDS plus 1 -
Special adapter 9ATRBCA 13 145 2x hex-head 1 -
Socket wrench 10 (SW10) 910LLTRBCA 18 65 hexagon 1 =
Socket wrench 13 (SW13) 913M8LLTRB 20 65 hexagon 1 -

LOGdS, spacing and edge distance for multiple use for non-structural applications in cracked concrete C20/25-C50/60

Permissible load in any Permissible Min. Max.
direction 12 . . . thickness of j torque of the
bending mo- Spacing Edge distance )
a structural impact
50 mm ment
nom part wrench
h,, [mm] [Nm]

BTS 6-35 085 - 5,7 160 40 80 40 100 150
BTS 6-40 0,85 - 57 160 40 80 40 100 150
BTS 6-50 0,85 1,90 57 160 40 80 40 100 150
BTS 6-55 0,85 1,90 57 160 40 80 40 100 150

D Permissible loads without influence of spacing and edge distance.
% Load figures include the resistances” partial safety factors as per ETA assessment and a partial safety factor on the action of y.= 1,4
If underrun the char. spacing or edge distance (C_ or S,) the loads must be reduced. h . ,S . and C,_, must be observed.

min’ “min min

Loads, spacing and edge distance for multiple use for non-structural applications in precast pre-stressed hollow core slabs C45/55

Permissible load in
any direction 12 Permissible
bending moment 2

Spacing Edge distance
Type h 35 mm

nom

F. [kN] M_. [Nm]

BTS 6 1,02 57 200 200 150 150
1 Permissible loads without influence of spacing and edge distance.
% Load figures include the resistances” partial safety factors as per ETA assessment and a partial safety factor on the action of y, = 1,4
If underrun the char. spacing or edge distance (C_ or S_) the loads must be reduced. h ., S . and C_. must be observed.

Loads, spacing and edge distance for multiple use for non-structural applications in precast pre-stressed hollow core slabs:
w/e <42 / Concrete = C45/55 / thickness of bottom flange = 35 mm
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Metal anchors

Concrete
screw

Advantages

BTS5 B, hex-head

BTS5 PT, pan-head

+ Direct and fast fixing
Small drill hole with only 5 mm diameter
+ Low embedment depth of only 25 mm

+ Low setting torque: Manual installation without battery
screwdriver possible

+ Especially suitable for electrical and sanitary fixings
+ High recommended load of 80kg in concrete
- Very good corrosion resistance due to zinc flake coating

Suitable building materials Mounting

Very suitable S = . “

-

« Concrete

Suitable

feee

acen
- Natural stone . Solidsand—limebrick
+ Solid brick + Hollow brick
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Concrete screw BTS5

. Plug length L, )
! Anchorage depth h  Thickness of fixture t;,
I | I
£
£
~
~
3 s
EaT oz
s
Screw @ d, 2
K]
© Torque
Drill hole depth h, | T

BTS5 B, zinc flake coating with hex-head with integral washer, washer-@: 11 mm

Type dg, L h,> h.. > t, < /g
42 Art-No sxd ! nom fix Recess 24 =4
d,- L, [mm] [mm] [mm] [mm] 100 pcs [pcs] [pcs]
5-30/5 9ZG530BTSB 6,4x 30 85 25 5 SW8 100 1.800
5-45/20 97G545BTSB 6,4 x 45 35 25 20 Sw8 100 1.200
5-60/35 9ZG560BTSB 6,4x60 85| 25 35 SW8 100 1.200
BTS5 PT, zinc flake coating with pan-head (TX 25), head-@: 10 mm
Type d. L h,> h > t, <
yp Art-No Sx d 1 nom fix Drive 10§/ 5 @
d,- L, [mm] [mm] [mm] [mm] [oeB [pesl] [pcs]
5-30/5 9ZG530BTSPT 6,4x 30 85 25 5 TX25 100 1.800
5-45/20  9ZG545BTSPT 6,4x 45 35 25 20 TX25 100 1.200
5-60/35  9ZG560BTSPT 6,4x60 85| 25 85| TX25 100 1.200

Loads, spacing and edge distance

Hollow brick HLz 12/ Min. thick-
Edge ness of
distance J structural

part

Solid brick Mz 12/

Non-cracked concrete Cracked concrete KSL 12

2C20/25 >C20/25 Brick wall thickness Spacing

Solid brick KS 12
>15 mm

min min

[mm] [mm]

inst max inst max st max inst max

[Nm] [Nm] [N [Nm]

BTS5 038 5 0,35 5) 03 2 012 1 75 40 80
F __:Recommended loads incl. safety factor of 4

rec’

For anchorage depth > 25 mm the recommended tension load increases proportionally.

140



Metal anchors

Concrete
screw

Advantages

ey L P g i, | gy g I,I.---_-l|_‘__'-1

BTS M 14-80

BTS M 14-130

+ Special concrete screw: Approved for temporary

construction site facilities such as inclined supports, Approvals and certificates
guardrails and scaffoldings
+ The approval also regulates the use in fresh concrete ] |

(=10 N/ mm?2), in cracked and non-cracked concrete
and for outdoor applications

+ Reusable - for details see approval
Including test sleeve in each box to check the reusability

Suitable building materials Mounting

Very suitable

+ Concrete Ig

The BTS M may only be reused if max. 3 threads
can penetrate into the test sleeve.
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Concrete screw BTS M

Plug length L,

Anchorage depth h

) Thickness! of fixture t;,

Drill hole @
Qﬂ.

Screw @ d,

B

Drill hole depth h,

Clearance hole-@

cr s |

BTS M, zinc plated 1 test sleeve per box included (washer-@: 14-80: 28 mm,

14-130: 32 mm)

T d, L h,> h > t. <
e Art-No sx ~d 1 nom fix e 10;3/ = ma
d,- L, [mm] [mm] [mm] [mm] [P [pcs] [pcs]
14-80/5 91480BTSMB 16,6x80 85 75 5 SW 22 20 100
14-130/15 914130BTSMB 16,6x130 856/100/125  75/90/115 55/40/15 SW 24 15 75

Loads and installation parameters

Drill hole @

Thread @

@ of clearance hole in fixture
Anchorage depth

Min. thickness of structural part

nom

o 0 o a9 o

[mm]
[mm]
[mm]
[mm]
[mm]

14
16,6

18

75
150

75
150

14
16,6
18
90
195

200

115
225

Permissible load in cracked and non-cracked concrete? 2

C8/10 F.

C12/16

C16/20 F

(kN]
(kN]
(kN]

4,0
4,7
53

4,0
4,7
53

8,0
8,7
93

10,0
12,0
133

1.3
14,0
16,0

Spacing and edge distance

Minimum spacing

Min. edge distance in load direction ©

Min. edge distance vertical to load direction c

Max. installation torque for
impact wrench

1, min

2, min

T

imp.

[mm]
[mm]
[mm]

< [Nm]

320
105
160

450

320
105
160

390
130
195

450

500
165
250

500
165
250

" Permissible load in all directions for single anchor without influence of spacing and edge distance
% Load figures include the resistances” partial safety factors as per ETA assessment and a partial factor on the action of y.= 1,5.

h....S.,and C_. must be observed.

min



