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Chipboard screws VELOX®

Flush finishing in wood and metal fittings
A 5 y
) oD

SIT® -Recess

Bit

' -}"’ @ size Advantages
: 30 10
s _
; 35 20 1 Bit for 4
= &, 2ug screw-
Lok O 40 20 diameters!
| 70 Y
X AN 48 20 No changing
F < 5,0 20 of bits
' 6,0 30
* for stainless steel: SIT 10
** for stainless steel: SIT 25
Innovative SIT®-Recess:

Perfect power transfer,
low wear, and tight fit
on the bit

SIT®-Recess TX-Recess

Flush finishing in wood

775 | [ 2
"":'_—_-] |

N
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Chipboard
screws

Advantages
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VELOX® SIT blue zinc plated, full and partial thread

VELOX® SIT stainless steel A2, full and partial thread

SIT recess (=AW recess from Wirth)

- Perfect power transfer

- Long-lasting SIT bit

- No damage to the screw head / zinc coating

- Large improved working comfort; the conical recess
centers the screw (no tumbling) and sticks on the bit

- TX bits can also be used, but without the mentioned
advantages

Only one bit size for four screw diameters

+ Underhead milling ribs and underhead milling pockets:
perfect for wood and metal fittings because of flush
fitting and fewer wood shavings on surface (for metal
fittings: use screws with underhead milling pockets)

Patented tip thread area
Approved product for your safety

High performance from tip to head

Suitable building materials

Very suitable
. Wood Laminated/veneered
wood
Suitable
Nylon plugs

Approvals and certificates

*ETA ) *
*V* c € TEEL

European Technical Assessment
for use in timber constructions




External under-

VELOX® SIT, blue zinc plated, partial thread

Chipboard screws VELOX® SIT

Screw @

Thread length L,

Head height H,

Screw length L

@6: Shank cutter for lengths = 80 mm

Chipboard screws VELOX®

Type PR IQ;Z?S e hi?;gt SIT- A e /)

d xL, /L, L Imm] d [mm] H[mm] ReSeSS [pcs] [pcs] [pcs]
3%35/20 9335VLOXSP 20 6 18 SIT 10 ° 1.000 4.000 8.000

2 35x35/20 93535VLOXSP 20 7 2,0 SIT 20 ° 500 2.000 8.000
3 35x40/25 93540VLOXSP 25 7 20 SIT 20 ° 500 2.000 4.000
3 3,5%45/30 93545VLOXSP 30 7 20 SIT 20 ° 500 2.000 4.000
- 35x50/30 93550VLOXSP 30 7 20 SIT 20 ° 500 2.000 4,000
[ 4x40/25 9440VLOXSP 25 8 2,35 SIT 20 ° 500 2.000 4000
4%45/30 9445VLOXSP 30 8 2,35 SIT 20 ° 500 2.000 4000

4%50/30 9450VLOXSP 30 8 2,35 SIT 20 ° 500 2.000 4000

4x60/35 9460VLOXSP 35 8 2,35 SIT 20 ° 250 1.000 2.000
4x70/40 9470VLOXSP 40 8 2,35 SIT 20 ° 200 800 1.600

.| 45x40/25 94540VLOXSP 25 9 2,55 SIT 20 ° 500 2.000 4.000

2| 45x45/30 94545VLOXSP 30 9 2,55 SIT 20 ° 250 1.000 2.000

&l 45x50/30 94550VLOXSP 30 9 2,55 SIT 20 ° 250 1.000 2.000

S| 45x60/35 94560VLOXSP 35 9 2,55 SIT 20 ° 250 1.000 2.000

é 45x70/40 94570VLOXSP 40 9 2,55 SIT 20 ° 200 800 1.600

£l 45x80/50 94580VLOXSP 50 9 2,55 SIT 20 ° 100 400 800
% 5x40/ 25 9540VLOXSP 25 10 2,85 SIT 20 ° 500 1.000 4000
B 5x45/30 9545VLOXSP 30 10 2,85 SIT 20 ° 250 1.000 2.000
2| 5x50/30 9550VLOXSP 30 10 2,85 SIT 20 ° 250 1.000 2.000
5x60/35 9560VLOXSP 35 10 2,85 SIT 20 ° 250 1.000 2.000

5x70/40 9570VLOXSP 40 10 2,85 SIT 20 ° 200 800 1.600

5x80/50 9580VLOXSP 50 10 2,85 SIT 20 ° 100 400 800

5x90/60 9590VLOXSP 60 10 2,85 SIT 20 ° 100 400 800
5x100/60 95100VLOXSP 60 10 2,85 SIT 20 ° 50 200 400

L 5x120/70 95120VLOXSP 70 10 2,85 SIT 20 ° 100 = 1.400

™ 6x50/30 9650VLOXSP 30 12 385 SIT 30 ° 250 1.000 2.000

.| 6x60/35 9660VLOXSP 35 12 385 SIT 30 ° 200 800 1.600
S| 6x70/40 9670VLOXSP 40 12 385 SIT 30 ° 100 400 800

S| 6x80/50 9680VLOXSP 50 12 385 SIT 30 ° 100 400 800

;U 6x90/60 9690VLOXSP 60 12 385 SIT 30 ° 50 200 400

2| 6x100/60 96100VLOXSP 60 12 385 SIT 30 ° 50 200 400

2| 6x120/70 96120VLOXSP 70 12 385 SIT 30 ° 100 - 800

T 6x140/70 96140VLOXSP 70 12 385 SIT 30 ° 100 = 800

% 6x160/70 96160VLOXSP 70 12 385 SIT 30 ° 100 - 800
6x180/70 96180VLOXSP 70 12 385 SIT 30 ° 100 = 400

L 6x200/70 96200VLOXSP 70 12 385 SIT 30 ° 100 - 400
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Chipboard screws VELOX® SIT

|
A5
VELOX® SIT, blue zinc plated, full thread
Thread Head

Type Art-No length Head-@ height SIT- €/ =) === =z
doxL /Ly L, [mm] d, [mm] H, [mm] Recess 100 pes [pcs] [pes] [pes]
3x13 9313VLOXS vV 6 18 SIT 10 - 1.000 8.000 32.000
3x15 9315VLOXS v 6 18 SIT10 - 1.000 8.000 32.000
3x17 9317VLOXS vV 6 18 SIT 10 ° 1.000 4,000 16.000
3x20 9320VLOXS v 6 18 SIT10 ° 1.000 4,000 16.000
3x25 9325VLOXS vV 6 18 SIT10 ° 1.000 4.000 16.000
3x30 9330VLOXS Vv 6 18 SIT10 ° 1.000 4,000 8.000
35x15 93515VLOXS v 7 20 SIT 20 - 1.000 4,000 16.000
35x17 93517VLOXS vV 7 20 SIT 20 - 1.000 4.000 16.000
. 3,5x20 93520VLOXS Vv 7 20 SIT 20 ° 1.000 4,000 16.000
g 35x25 93525VLOXS v 7 20 SIT 20 ° 1.000 4,000 8.000
g g 3 3,5x30 93530VLOXS v 7 20 SIT 20 ° 1.000 4,000 8.000
g8 3,5x35 93535VLOXS vV 7 20 SIT 20 ° 500 2.000 8.000
- 4x17 9417VLOXS vV 8 235 SIT 20 - 1.000 4.000 16.000
~4x20 9420VLOXS vV 8 2,35 SIT 20 - 1.000 4,000 8.000
4%25 9425VLOXS v 8 2,35 SIT 20 ° 1.000 4.000 8.000
4%30 9430VLOXS vV 8 2,35 SIT 20 ° 500 2.000 8.000
4%35 9435VLOXS Vv 8 2,35 SIT 20 ® 500 2.000 4,000
4x40 9440VLOXS v 8 2,35 SIT 20 ° 500 2.000 4,000
4x45 9445VLOXS vV 8 2,35 SIT 20 ° 500 2.000 4,000
3 4x50 9450VLOXS v 8 2,35 SIT20 ° 500 2.000 4.000
g 4%60 9460VLOXS Vv 8 2,35 SIT 20 ° 250 1.000 2.000
§ 4,5%30 94530VLOXS v 9 2,55 SIT 20 ® 500 2.000 4,000
£ 45x35 94535VLOXS v 9 2,55 SIT 20 ° 500 2.000 4,000
;-_‘3 45%40 94540VLOXS v 9 2,55 SIT 20 ° 500 2.000 4,000
< 45x45 94545VL.OXS v 9 2,55 SIT 20 ° 250 1.000 2.000
;i 45%50 94550VLOXS Vv 9 2,55 SIT 20 ° 250 1.000 2.000
2 5x30 9530VLOXS vV 10 2,85 SIT 20 ° 250 1.000 4.000
5x35 9535VLOXS v 10 2,85 SIT 20 ° 250 1.000 4,000
5x 50 9550VLOXS vV 10 2,85 SIT 20 ° 250 1.000 2.000
5x 60 9560VLOXS v 10 2,85 SIT 20 ° 250 1,000 2,000
5x70 9570VLOXS Vv 10 2,85 SIT 20 ° 200 800 1.600
| 5x80 9580VLOXS v 10 2,85 SIT 20 ° 100 400 800
B [ 6x40 9640VLOXS vV 12 3,85 SIT 30 ° 250 1.000 2.000
2 6x50 9650VLOXS vV 12 385 SIT30 ° 250 1.000 2.000
g é 6x 60 9660VLOXS v 12 3,85 SIT 30 ° 200 800 1.600
= 6x70 9670VLOXS v 12 3,85 SIT 30 ° 100 400 800
ij | 6x80 9630VLOXS v 12 3,85 SIT 30 ° 100 400 800
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Chipboard screws VELOX® SIT

VELOX® SIT, stainless steel A2, partial thread

Thread

Head

Chipboard screws VELOX®

A2

STAINLESS
STEEL

Type : length e height SIT- €/ = = =
d xL /L, Art-No Recess 100 pcs

T Ly [mm]  d, [mm]  H, [mm] [pes] [pcs] [pcs]
35x40/25 9X3540VLOXSP 25 7 2,0 SIT 10 ° 500 2.000 4.000
4%40/25 9X440VLOXSP 25 8 2,35 SIT20 ° 500 2.000 4.000
4x50/30 9X450VLOXSP 30 8 2,35 SIT 20 ° 500 2.000 4,000
4%60/35 9X460VLOXSP 35 8 2,35 SIT 20 ° 250 1.000 2.000

[ 45x40/25 9X4540VLOXSP 25 9 2,55 SIT 20 ° 500 2.000 4.000
4,5x50/30 9X4550VLOXSP 30 9 2,55 SIT20 ° 250 1.000 2.000
4,5x70/40 9X4570VLOXSP 40 9 2,55 SIT 20 ° 200 800 1.600
5x40/25 9X540VLOXSP 25 10 2,85 SIT 25 ° 500 1.000 4.000

38 5x50/30 9X550VLOXSP 30 10 2,85 SIT 25 ° 250 1.000 2.000
2 5x60/35 9X560VLOXSP 35 10 2,85 SIT 25 ° 250 1.000 2.000
E 5x70/40 9X570VLOXSP 40 10 2,85 SIT 25 ° 200 800 1.600
§ 5x90/60 9X590VLOXSP 60 10 2,85 SIT 25 ° 100 400 800
o 5x100/60 9X5100VLOXSP 60 10 2,85 SIT 25 ° 50 200 400
T% 6x50/30 9X650VLOXSP 30 12 3,85 SIT 30 ° 250 1.000 2.000
= 6x60/35 9X660VLOXSP 35 12 385 SIT 30 ° 250 1.000 2.000
4 6x70/40 9X670VLOXSP 40 12 385 SIT30 ° 200 800 1.600
6x80/50 9X680VLOXSP 50 12 3,85 SIT 30 ° 100 400 800
6x90/60 9X690VLOXSP 60 12 3,85 SIT 30 ° 100 400 800
6x100/60 9X6100VLOXSP 60 12 385 SIT 30 ° 50 200 400

L 6x120/70 9X6120VLOXSP 70 12 385 SIT 30 ° 50 200 400
e A2
p STAINLESS

VELOX® SIT, stainless steel A2, full thread i

Type : Igrr‘zc:g glten hi?gr?t SIT- €/ = R =

d xL /L, Art-No Recess 100 pcs

T Ly [mm]  d, [mm]  H, [mm] [pcs] [pcs] [pcs]
3x20 9X320VLOXS v 6 18 SIT10 ° 1.000 4,000 16.000

3x30 9X330VLOXS v 6 18 SIT10 ° 1.000 4.000 8.000

35x15 9X3515VLOXS v 7 2,0 SIT10 = 1.000 4.000 16.000

35x20 9X3520VLOXS v 7 20 SIT10 ° 1.000 4.000 16.000

35x25 9X3525VLOXS v 7 20 SIT10 ° 1.000 4,000 8.000

3,5x30 9X3530VLOXS v 7 20 SIT10 ° 1.000 4.000 8.000

4x25 9X425VLOXS Y 8 2,35 SIT 20 ° 1.000 4.000 8.000

4%30 9X430VLOXS Vv 8 2,35 SIT 20 ° 500 2.000 8.000

B8 4%35 9X435VLOXS v 8 2,35 SIT 20 ° 500 2.000 4,000
52 45%30 9X4530VLOXS v 9 2,55 SIT 20 ° 500 2.000 4.000
€% |: 4,5x40 9X4540VLOXS Y 9 2,55 SIT 20 ° 500 2.000 4,000
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Chipboard
screws /&

Advantages

o I

VELOX® Pozi blue zinc plated, full and partial thread

Underhead milling ribs and underhead milling pockets:
perfect for wood and metal fittings because of flush
fitting and fewer wood shavings on surface (for metal
fittings: use screws with underhead milling pockets)

Patented tip thread area reduces splitting as well as
setting torque, which provides a perfect appearance and
a longer battery life

Approved product for your safety

Suitable building materials Approvals and certificates

Very suitable @c €
’I [ ‘[{ﬂ European Technical Assessment
for use in timber constructions

Wood Laminated/veneered
wood
Suitable
Nylon plugs
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Chipboard screws VELOX®

Chipboard screws VELOX® Pozi

Thread length L, Head height H,
I ]
| | 1
[ 3£
3 )
| |
Screw length L
Head-0 d,
@6: Shank cutter for lengths = 80 mm
[ o] \‘
i . L
e 1 ({(;)
VELOX® Pozi, blue zinc plated, partial thread
Type : longtn M@ pSE b2 €/ & == O
d xL, /L, Art-No Recess 100 pcs
T Ly [mm] d [mm]  H [mm] [pcs] [pes] [pcs]
3x35/20 9335VLOXP 20 6 1.8 PZ1 ° 1.000 4,000 8.000
™ 35x35/20 93535VLOXP 20 7 2,0 PZ2 ° 500 2.000 8.000
35x40/25 93540VLOXP 25 7 2,0 PZ2 ° 500 2.000 4.000
35x45/30 93545VLOXP 30 7 2,0 PZ2 ° 500 2.000 4.000
35x50/30 93550V1 OXP 30 7 2,0 P72 ° 500 2.000 4,000
4x40/25 9440VLOXP 25 8 2,35 PZ2 ° 500 2.000 4,000
4x45/30 9445VLOXP 30 8 2,35 PZ2 ° 500 2.000 4.000
.| 4x50/30 9450VLOXP 30 8 2,35 PZ2 ° 500 2.000 4.000
2| 4x60/35 9460VLOXP 35 8 235 PZ2 ° 250 1.000 2.000
8| 4x70/40 9470VLOXP 40 8 2,35 PZ2 ° 200 800 1.600
E| 45x45/30 94545VLOXP 30 9 256 PZ2 ° 250 1.000 2.000
El 45x50/30 94550V1 OXP 30 9 2,55 P72 ° 250 1.000 2.000
g| a5x60/35 94560VLOXP 35 9 2,55 PZ2 ° 250 1.000 2.000
S| 45x70/40 94570VLOXP 40 9 2,55 PZ2 ° 200 800 1.600
TE 45x80/50 94580VLOXP 50 9 2,56 PZ2 ° 100 400 800
“:Z 5x40/25 9540VLOXP 25 10 2,85 P72 ° 500 2.000 4.000
5x45/30 9545V OXP 30 10 2,85 PZ2 ° 250 1.000 2.000
5x50/30 9550VLOXP 30 10 2,85 PZ2 ° 250 1.000 2.000
5x60/35 9560VLOXP 35 10 2,85 PZ2 ° 250 1.000 2.000
5x70/40 9570VLOXP 40 10 2,85 PZ2 ° 200 800 1.600
5x80/50 9580VLOXP 50 10 2,85 PZ2 ° 100 400 800
5x90/60 9590VLOXP 60 10 2,85 PZ2 ° 100 400 800
L 5x100/60 95100VLOXP 60 10 2,85 PZ2 ° 50 200 400
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Chipboard screws VELOX® Pozi

e I

VELOX® Pozi, blue zinc plated, full thread

Type : longin  Hed® oSS b2 €/ & e B
d xL /L, Art-No Recess 100 pcs
0o Ly [mm] d [mm]  H, [mm] [pes] [pes] [pes]
3x13 9313VLOX v 6 1.8 PZ1 = 1.000 8.000 32.000
3x15 9315VLOX v 6 1.8 PZ1 - 1.000 8.000 32.000
3x17 9317VLOX v 6 18 PZ1 ° 1.000 4.000 16.000
3x20 9320VLOX v 6 18 PZ1 ° 1.000 4.000 16.000
3x25 9325VLOX v 6 18 PZ1 ° 1.000 4.000 16.000
3x30 9330VLOX % 6 18 PZ1 ° 1.000 4.000 8.000
35x15 93515VLOX v 7 2,0 PZ2 = 1.000 4.000 16.000
35x17 93517VLOX v 7 2,0 PZ2 - 1.000 4.000 16.000
35x20 93520VLOX v 7 2,0 PZ2 ° 1.000 4.000 16.000
— 35x25 93525VLOX v 7 2,0 PZ2 ° 1.000 4.000 8.000
35x30 93530VLOX v 7 2,0 PZ2 ° 1.000 4.000 8.000
35x35 93535VLOX % 7 2,0 PZ2 ° 500 2.000 8.000
4x17 9417VLOX v 8 2,35 PZ2 = 1.000 4.000 16.000
4x20 9420VLOX v 8 2,35 PZ2 - 1.000 4.000 8.000
4x25 9425VLOX v 8 2,35 PZ2 ° 1.000 4.000 8.000
4x30 9430VLOX v 8 2,35 PZ2 ° 500 2.000 8.000
2| 4x35 9435VLOX v 8 2,35 PZ2 ° 500 2.000 4,000
gl axa0 9440VLOX v 8 2,35 PZ2 ° 500 2.000 4.000
§ 4x45 9445VLOX v 8 2,35 PZ2 ° 500 2.000 4,000
Z|  4xs50 9450VLOX v 8 2,35 PZ2 ° 500 2.000 4.000
8| 4xe0 9460VLOX % 8 2,35 PZ2 - 250 1.000 2.000
é 45x30 94530VLOX v 9 2,55 PZ2 - 500 2.000 4.000
5| 45x35 94535VLOX v 9 2,55 PZ2 = 500 2.000 4,000
% 45x40 94540VLOX v 9 2,55 PZ2 ° 500 2.000 4,000
E|  a5x45 94545VL0X v 9 2,55 PZ2 [ 200 800 3.200
4,5x50 94550VLOX % 9 2,55 PZ2 ° 250 1.000 2.000
5x30 9530VLOX v 10 2,85 PZ2 ° 250 1.000 4,000
5x35 9535VLOX v 10 2,85 Pz 2 ° 250 1.000 4.000
5x50 9550VLOX v 10 2,85 PZ2 ° 250 1.000 2.000
5x60 9560VLOX v 10 2,85 PZ2 ° 250 1.000 2.000
5x70 9570VLOX v 10 2,85 PZ2 ° 200 800 1.600
L 5x80 9580VLOX % 10 2,85 PZ2 ° 100 400 800
V =full thread
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Chipboard screws VELOX®

Chipboard
screws

Advantages

Patented tip thread area reduces splitting as well as
setting torque, which provides a perfect appearance
and a longer battery life

Approved product for your safety

Pan-head
Suitable building materials Approvals and certificates
Very suitable C €
S
l ‘ (‘ European Technical Assessment
| for use in timber constructions
[
Wood
Suitable
Nylon plugs
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Chipboard screws VELOX® B

Head height H,

Screw 0
o
Head-0

Screw length L,

asrbssbsbsherly (7 )
VELOX® B, blue zinc plated
Thread Head

Type ) length Fleziens height PZ- €/ =] SEFER =z
d xL /L, Art-No Recess 100 pcs

T Ly [mm]  d [mm]  H [mm] [pcs] [pcs] [pcs]
3x15 9315VLOXB % 6 2,25 PZ1 ° 1.000 4.000 16.000
3x20 9320VLOXB \ 6 2,25 PZ1 ° 1.000 4.000 16.000
3,5x20 93520VLOXB \Y 7 2,6 PZ2 ® 1.000 4.000 8.000
3,5x25 93525VLOXB \Y 7 2,6 PZ2 ® 1.000 4.000 8.000
3,5x30 93530VLOXB \Y 7 2,6 PzZ2 L J 1.000 4.000 8.000
3,5x35 93635VLOXB \Y 7 2,6 PZ2 ° 500 2.000 4.000
35x40 93540VLOXB \ 7 2,6 PZ2 [ 500 2.000 4.000
4x15 9415VLOXB % 8 28 Pz 2 - 1.000 4.000 16.000
4x20 9420VLOXB % 8 2,8 PZ2 ° 1.000 4.000 8.000
4x30 9430VLOXB \Y 8 28 PZ2 ° 500 2.000 8.000
4x35 9435VLOXB \% 8 28 PZ2 o 500 2.000 4.000
4x40 9440VLOXB \Y 8 2,8 Pz 2 L J 500 2.000 4.000
4x50 9450VLOXB \Y 8 28 PzZ2 [ 250 1.000 2.000
4x60 9460VLOXB \ 8 2.8 PZ2 [ J 250 1.000 2.000
4,5x30 94530VLOXB % 9 30 PZ2 ° 500 2.000 4.000
45x35 94535VLOXB % 9 30 PZ2 ° 500 2.000 4.000
4,5x40 94540VLOXB \% 9 30 PZ2 ° 500 2.000 4.000
4,5x45 94545VLOXB \Y 9 30 PZ2 ® 250 1.000 2.000
4,6x50 94550VLOXB \ 9 30 PZ2 [ 250 1.000 2.000
5x25 9525VLOXB % 95 33 Pz 3 ° 500 2.000 4.000
5x30 9530VLOXB \Y 9,5 33 PZ3 [ J 250 1.000 4.000
5x35 9635VLOXB \Y 9,5 33 PZ3 ° 250 1.000 4.000
5x 40 9540VLOXB \ 95 33 PZ3 o 250 1.000 2.000

V =full thread
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Construction
screw

Advantages

“E T SIS

40

L

BMax countersunk head, zinc plated

B n s m s v 3 -

BMax wafer head screw, zinc plated

ETA approval for highest requirements and constant
quality

+ Flush finishing in wood due to external underhead milling
ribs

+ Special notch tip for quick bite without splitting

+ Shank cutter reduces the setting torque and increases
the battery life (especially for long screws)

Wafer head screw for a better contact pressure
(bigger contact area on boards)

+ See screw design software at:
www.celofixings.com

Suitable building materials

Very suitable

I

+ Wood

Approvals and certificates

C€

European Technical Assessment
for use in timber constructions

Mounting

Thread length L,

Screw @
o

Screw length L

06: Shank cutter for lengths= 80 mm, notch tip for all lengths
@8: Shank cutter and notch tip for all lengths
(10: Shank cutter and notch tip for all lengths




Construction screw BMax

e e e

L

BMax countersunk head, zinc plated

Thread

Construction screws

Screw

Type Art-No sorews=@ length length eac2 Recess 10?) / = =
d, [mm] L, [mm] L, [mm] d, [mm] pes [pes] [pes]

6x40 9640BMP 6 40 32 12,0 TX 30 [ J 200 3.200
6x50 9650BMP 6 50 42 12,0 TX 30 [} 200 3.200
6x 60 9660BMP 6 60 52 12,0 TX 30 [ J 200 2.400
6x70 9670BMP 6 70 52 12,0 TX 30 [} 100 1.600
6x80 9680BMP 6 80 52 12,0 TX 30 [} 100 1.600
6x100 96100BMP 6 100 52 12,0 TX 30 [} 100 1.200
6x120 96120BMP 6 120 52 12,0 TX 30 [ J 100 1.200
6x140 96140BMP 6 140 75 12,0 TX 30 [ J 100 800
6x160 96160BMP 6 160 75 12,0 TX 30 [} 100 800
6x180 96180BMP 6 180 75 12,0 TX 30 [ J 100 800
6x200 96200BMP 6 200 75 12,0 TX 30 [ J 100 800
6x220 96220BMP 6 220 75 12,0 TX 30 [} 100 800
6x 240 96240BMP 6 240 75 12,0 TX 30 [} 100 600
6x260 96260BMP 6 260 75 12,0 TX 30 [} 100 600
6x280 96280BMP 6 280 75 12,0 TX 30 [ J 100 600
6x300 96300BMP 6 300 75 12,0 TX 30 [} 100 600
8x80 9880BMP 8 80 52 15,0 TX 40 [} 50 800
8x100 98100BMP 8 100 52 150 TX 40 [ J 50 800
8x120 98120BMP 8 120 52 150 TX 40 [ J 50 600
8x140 98140BMP 8 140 80 15,0 TX 40 [} 50 600
8x160 98160BMP 8 160 80 15,0 TX 40 [} 50 400
8x180 98180BMP 8 180 80 150 TX 40 [ J 50 400
8x200 98200BMP 8 200 80 15,0 TX 40 [} 50 400
8x220 98220BMP 8 220 100 15,0 TX 40 [} 50 400
8x240 98240BMP 8 240 100 15,0 TX 40 [} 50 300
8x260 98260BMP 8 260 100 150 TX 40 [ J 50 300
8x280 98280BMP 8 280 100 15,0 TX 40 [} 50 300
8x300 98300BMP 8 300 100 15,0 TX 40 [} 50 300
8x320 98320BMP 8 320 100 150 TX 40 [ J 50 300
8x340 98340BMP 8 340 100 150 TX 40 [} 50 300
8x360 98360BMP 8 360 100 15,0 TX 40 [} 50 200
8x380 98380BMP 8 380 100 150 TX 40 [ J 50 200
8x400 98400BMP 8 400 100 150 TX 40 [ J 50 200
10x 80 97080BMP 10 80 52 18,5 TX 50 [} 50 800
10x 100 910100BMP 10 100 52 185 TX 50 [ ] 50 800
10x120 910120BMP 10 120 52 185 TX 50 [ J 50 600
10x 140 910140BMP 10 140 80 18,56 TX 50 [} 50 600
10x 160 910160BMP 10 160 80 18,5 TX 50 [} 50 400
10x 180 910180BMP 10 180 80 18,5 TX 50 () 50 400
10x 200 910200BMP 10 200 80 185 TX 50 [ J 50 400
10x220 910220BMP 10 220 100 185 TX 50 [ J 50 400
10x240 910240BMP 10 240 100 185 TX 50 [} 50 300
10x 260 910260BMP 10 260 100 185 TX 50 [ J 50 300
10x 280 910280BMP 10 280 100 185 TX 50 [} 50 300
10x 300 910300BMP 10 300 100 185 TX 50 [} 50 300
10x320 910320BMP 10 320 100 18,5 TX 50 [ ) 50 300
10x 340 910340BMP 10 340 100 18,5 TX 50 [} 50 300
10x 360 910360BMP 10 360 100 185 TX 50 [} 50 200
10x 380 910380BMP 10 380 100 18,5 TX 50 [} 50 200
10x 400 910400BMP 10 400 100 185 TX 50 [ J 50 200
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Construction screw BMax

R L B o g 1 ’ C »! l

BMax wafer head, zinc plated

Screw Thread

Type Art-No serews@ length length Head@ Recess €/ 5 =
d, [mm] L, [mm] L, [mm] d, [mm] LU0 e [pcs] [pcs]

6 x40 9640BMLP 6 40 32 15,0 TX 30 [} 200 2.400
6x50 9650BMLP 6 50 42 15,0 TX 30 [ J 200 2.400
6x60 9660BMLP 6 60 52 15,0 TX 30 ° 200 2.400
6x70 9670BMLP 6 70 52 150 TX 30 o 100 1.600
6x80 9680BMLP 6 80 52 15,0 TX 30 o 100 1.600
6x100 96100BMLP 6 100 52 15,0 TX 30 [ ] 100 1.200
6x120 96120BMLP 6 120 52 15,0 TX 30 [} 100 1.200
6x140 96140BMLP 6 140 75 150 TX 30 [ ] 100 800
6x160 96160BMLP 6 160 75 15,0 TX 30 o 100 800
6x180 96180BMLP 6 180 75 15,0 TX 30 ° 100 800
6x200 96200BMLP 6 200 75 150 TX 30 o 100 800
6x220 96220BMLP 6 220 75 15,0 TX 30 ® 100 800
6x240 96240BMLP 6 240 75 15,0 TX 30 [ J 100 600
6x260 96260BMLP 6 260 75 15,0 TX 30 [ ] 100 600
6x280 96280BMLP 6 280 75 15,0 TX 30 [} 100 600
6x300 96300BMLP 6 300 75 150 TX 30 [ ] 100 600
8x80 9880BMLP 8 80 52 22,0 TX 40 [} 50 800
8x 100 98100BMLP 8 100 52 22,0 TX 40 [} 50 600
8x120 98120BMLP 8 120 52 22,0 TX 40 ® 50 600
8x 140 98140BMLP 8 140 80 22,0 TX 40 [ J 50 400
8x 160 98160BMLP 8 160 80 22,0 TX 40 o 50 400
8x180 98180BMLP 8 180 80 22,0 TX 40 o 50 400
8x 200 98200BMLP 8 200 80 22,0 TX 40 o 50 400
8x220 98220BMLP 8 220 100 22,0 TX 40 [ ] 50 400
8x240 98240BMLP 8 240 100 22,0 TX 40 [ J 50 300
8x260 98260BMLP 8 260 100 22,0 TX 40 o 50 300
8x280 98280BMLP 8 280 100 22,0 TX 40 [ J 50 300
8x300 98300BMLP 8 300 100 22,0 TX 40 [ J 50 300
8x320 98320BMLP 8 320 100 22,0 TX 40 ® 50 300
8x340 98340BMLP 8 340 100 22,0 TX 40 [ ] 50 200
8x360 98360BMLP 8 360 100 22,0 TX 40 [} 50 200
8x380 98380BMLP 8 380 100 22,0 TX 40 (] 50 200
8x400 98400BMLP 8 400 100 22,0 TX 40 [} 50 200
10x80 91080BMLP 10 80 52 25,0 TX 50 [ J 50 600
10x 100 910100BMLP 10 100 52 25,0 TX 50 [ J 50 400
10x120 910120BMLP 10 120 52 25,0 TX 50 [ ] 50 400
10x 140 910140BMLP 10 140 80 25,0 TX 50 [} 50 400
10x 160 910160BMLP 10 160 80 25,0 TX 50 ® 50 400
10x 180 910180BMLP 10 180 80 25,0 TX 50 [} 50 300
10x 200 910200BMLP 10 200 80 25,0 TX 50 o 50 300
10x 220 910220BMLP 10 220 100 25,0 TX 50 [ ] 50 300
10x 240 910240BMLP 10 240 100 25,0 TX 50 [ ] 50 300
10x 260 910260BMLP 10 260 100 25,0 TX 50 [ ] 50 300
10x280 910280BMLP 10 280 100 25,0 TX 50 [ ] 50 300
10x 300 910300BMLP 10 300 100 25,0 TX 50 [} 50 200
10x320 910320BMLP 10 320 100 25,0 TX 50 [} 50 200
10x 340 910340BMLP 10 340 100 25,0 TX 50 ® 50 =
10x360 910360BMLP 10 360 100 25,0 TX 50 [ ] 50 -
10x380 910380BMLP 10 380 100 25,0 TX 50 [ J 50 -
10x400 910400BMLP 10 400 100 25,0 TX 50 [ ] 50 -
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CELO

Advantages

Classic wood screw, manufactured in accordance
with DIN 571

Especially well-suited for nylon plugs

Suitable building materials

Very suitable

Il

Wood
+ Nylon plugs

Thread length L, Head height H,

<\

Head-0

|_|
S a— R
|

Screw length L
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Wood screw DIN 571

DIN 571, zinc plated

Other screws

LS Head height Head-@
Type ArtNo Threaldi(iength L 9 o, = Recess 10;; écs & D )
d xL, [mm] [mm] [mm] [pes] [pcs] [pcs]
6x30 9630571 18 4,00 SW10 250 1.000 3.000
6x40 9640571 24 4,00 SW10 250 1.000 2.000
6x 50 9650571 30 4,00 SW10 250 1.000 2.000
6x60 9660571 36 4,00 SW10 100 400 800
6x70 9670571 42 4,00 SW10 100 400 800
6x80 9680571 48 4,00 SW10 100 400 800
6 x100 96100571 60 4,00 SW10 200 = 800
8x40 9840571 24 5,85 SW13 200 800 1.600
8x50 9850571 30 5,85 SW13 250 - 1.000
8x60 9860571 36 5,85 SW13 250 - 1.000
8x70 9870571 42 585 SW13 200 = 800
8x80 9880571 48 5,85 SW13 100 - 400
8x90 9890571 54 5,85 SW13 100 - 400
8x100 98100571 60 585 SW13 100 - 400
8x120 98120571 72 5,85 SW13 100 - 400
8x 140 98140571 84 5,85 SW13 100 - 400
8x 150 98150571 90 5,85 SW13 100 - 400
10x 50 91050571 30 7,00 SW17 200 - 800
10x 60 91060571 36 7,00 SW17 100 = 400
10x70 91070571 42 7,00 SW17 100 - 400
10x 80 91080571 48 7,00 SW17 100 = 400
10x90 91090571 54 7,00 SW17 100 - 400
10x 100 910100571 60 7,00 SW17 100 = 400
10x120 910120571 72 7,00 SW17 50 - 200
10x 140 910140571 84 7,00 SW17 50 = 200
10x160 910160571 102 7,00 SW17 50 - 200
10x 180 910180571 110 7,00 SW17 50 - 200
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Standard
chipboard screw

Advantages

SPS yellow zinc plated and coated, TX

SPS yellow zinc plated and coated, Pozi

+ Chipboard screws with a good price-performance ratio

-+ Without aggressive thread, therefore also very suitable
as plug screw

-+ Coating reduces setting torque

Suitable building materials

Very suitable

+ Wood + Roof battens

Suitable

+ Nylon plugs

Mounting

Thread length L,

Screw 0
oo

Screw length L,

Partial thread T: L, =2/3xL_for L <100 mm, L, =72 mm for L_>100 mm




Standard chipboard screw SPS

SPS TX yellow zinc plated and coated, partial thread

Other screws

Type Art-No Thread Recess e 5 e
d.xL, 100 pcs [pcs] [pcs]
3,0x35 9B335SPST T TX 10 1.000 16.000
3,0x40 9B340SPST T TX 10 1.000 12.000
3,5x25 9B3525SPST T TX 10 1.000 16.000
3,6x30 9B3530SPST T TX 10 1.000 16.000
Bl5pde s 9B3535SPST T TX 10 1.000 16.000
3,6x40 9B3540SPST T TX 10 1.000 12.000
3,5x45 9B3545SPST T TX10 1.000 8.000
3,56x50 9B3550SPST T TX10 500 8.000
4,0x25 9B425SPST T TX 20 1.000 16.000
4,0x30 9B430SPST T TX 20 1.000 12.000
4,0x35 9B435SPST T TX 20 1.000 12.000
4,0x40 9B440SPST T TX 20 1.000 8.000
4,0x45 9B445SPST T TX 20 500 8.000
4,0x50 9B450SPST T TX 20 500 6.000
4,0x60 9B460SPST T TX 20 500 4.000
4,0x70 9B470SPST T TX 20 500 4.000
4,5x30 9B4530SPST T TX 25 1.000 12.000
4,5x35 9B4535SPST T TX 25 500 8.000
4,5x40 9B4540SPST T TX 25 500 6.000
4,5x45 9B4545SPST T TX 25 500 6.000
4,5x50 9B4550SPST T TX 25 500 6.000
4,5x 60 9B4560SPST T TX 25 500 4,000
4,5x70 9B4570SPST T TX 25 500 4.000
4,5x80 9B4580SPST T TX 25 200 2400
50x40 9B540SPST T TX 25 500 6.000
50x45 9B545SPST T TX 25 500 4.000
50x50 9B550SPST T TX 25 500 4.000
50x60 9B560SPST T TX 25 500 4.000
50x70 9B570SPST T TX 25 200 2.400
50x80 9B580SPST T TX 25 200 2.400
50x90 9B590SPST T TX 25 200 1.600
50x 100 9B5100SPST T TX 25 200 1.600
50x110 9B5110SPST T TX 25 200 1.600
50x120 9B5120SPST T TX 25 200 1.600
6,0x 50 9B650SPST T TX 30 200 2.400
6,0x 60 9B660SPST T TX 30 200 2.400
6,0x 70 9B670SPST T TX 30 200 1.600
6,0x 80 9B680SPST T TX 30 200 1.600
6,0x90 9B690SPST T TX 30 200 1.600
6,0x 100 9B6100SPST T TX 30 100 1.600
6,0x120 9B6120SPST T TX 30 100 1.200
6,0x130 9B6130SPST T TX 30 100 1.200
6,0x 140 9B6140SPST T TX 30 100 800
6,0x 150 9B6150SPST T TX 30 100 800
6,0x 160 9B6160SPST T TX 30 100 800
6,0x 180 9B6180SPST T TX 30 100 800
6,0x 200 9B6200SPST T TX 30 100 800
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CELO

Standard chipboard screw SPS

Thread length L,

Screw 0
o

Screw length L_

Partial thread T: Lth =2/3xL_ forL <100 mm, Lth =72 mm for L_>100 mm

SPS TX yellow zinc plated and coated, full thread
Type &
P Art-No Thread Recess 1 €/ =

d.xL, 00 pes [pcs] [pcs]
3,0x12 9B312SPST \ TX10 1.000 30.000
30x16 9B316SPST \ TX10 1.000 30.000
3,0x20 9B320SPST Vv TX10 1.000 24.000
3,0x25 9B325SPST \ TX10 1.000 16.000
3,0x30 9B330SPST \ TX 10 1.000 16.000
35x16* 9B3616SPST \Y TX10 1.000 24.000
3,56x20* 9B3520SPST V TX 10 1.000 24.000
4,0x20 9B420SPST \ TX 20 1.000 16.000

*blue zinc plated and coated
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Standard chipboard screw SPS

SPS Pozi yellow zinc plated and coated, partial thread

Other screws

Type Art-No Thread Recess €/ 5 e

d.xL, 100 pes [pcs] [pcs]
Sox25 9B3525SPS T PZ 2 1.000 16.000
3,5x30 9B3530SPS T Pz 2 1.000 16.000
BI5p48 5] 9B3535SPS T Pz 2 1.000 16.000
3,6x40 9B3540SPS T Pz 2 1.000 12.000
3,5x45 9B3545SPS T PZ?2 1.000 8.000
3,56x50 9B3550SPS T Pz 2 500 8.000
4,0x30 9B430SPS T Pz 2 1.000 12.000
40x35 9B435SPS T Pz 2 1.000 12.000
40x40 9B440SPS T PZ 2 1.000 8.000
4,0x45 9B445SPS T Pz 2 500 8.000
4,0x50 9B450SPS T Pz 2 500 6.000
4,0x60 9B460SPS T Pz 2 500 4.000
4,0x70 9B470SPS T Pz 2 500 4.000
4,5x40 9B4540SPS T Pz 2 500 6.000
45x45 9B4545SPS T Pz 2 500 6.000
45x50 9B4550SPS T Pz 2 500 6.000
4,5x60 9B4560SPS T PZ 2 500 4.000
45x70 9B4570SPS T Pz 2 500 4.000
4,5x80 9B4580SPS T Pz 2 200 2.400
50x40 9B540SPS T Pz 3 500 6.000
50x50 9B550SPS T Pz 3 500 4.000
50x60 9B560SPS T Pz 3 500 4.000
50x70 9B570SPS T Pz 3 200 2.400
5,0x80 9B580SPS T Pz 3 200 2.400
50x90 9B590SPS T PZ 3 200 1.600
5,0x100 9B5100SPS T Pz 3 200 1.600
50x110 9B5110SPS T PZ3 200 1.600
50x120 9B5120SPS T Pz 3 200 1.600
6,0x 60 9B660SPS T PZ3 200 2.400
6,0x70 9B670SPS T Pz 3 200 1.600
6,0x80 9B680SPS T Pz 3 200 1.600
6,0x90 9B690SPS T Pz 3 200 1.600
6,0x100 9B6100SPS T PZ3 100 1.600
6,0x120 9B6120SPS T Pz 3 100 1.200

SPS Pozi yellow zinc plated and coated, full thread

Type Art-No Thread Recess €/ 5 =

d,xL, 100 pes [pcs] [pcs]
30x12 9B312SPS V PZ1 1.000 30.000
30x16 9B316SPS \ Pz1 1.000 30.000
3,0x20 9B320SPS Y Pz 1 1.000 24.000
30x25 9B325SPS V PZ1 1.000 16.000
3,0x30 9B330SPS V PZ1 1.000 16.000
3,0x35 9B335SPS Vv PZ1 1.000 16.000
3,0x40 9B340SPS V PZ1 1.000 12.000
356x12 9B3512SPS V Pz 2 1.000 48.000
3,5x16* 9B3516SPS \ Pz 2 1.000 24.000
3,56x20* 9B3520SPS \ PzZ2 1.000 24.000
40x20 9B420SPS V Pz 2 1.000 16.000
40x25 9B425SPS V Pz 2 1.000 16.000
4,5x25 9B4525SPS \Y Pz 2 1.000 12.000
4,5x30 9B4530SPS V Pz 2 1.000 12.000
4,5x 35 9B4535SPS V PZ 2 500 8.000

*blue zinc plated and coated
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CELO

Adjustment
screw

Advantages

| ®

+ Suitable for the adjustment wooden batten substructures
+ Easy and variable alignment of battens to the desired
spacing
-+ Can also be used in combination with plugs
(for example F, FX, MZK, etc.)

- Underhead milling ribs for flush finishing in wood Mounting

: i
7 Y WL i) L/_

Suitable building materials J L] L
) Screw length L, )
Very suitable [ Screw insertion depth I,

—
“ﬂ.
Screw @

+ Wood + Nylon plugs

A

]
Thread length L, Thread length L,,,
JS, blue zinc plated, TX25

Type Art-No ds Ls 15 I‘thl Lth2 € / 5 @

d.xL, [mm] [mm] [mm] [mm] [mm] 100 pes [pcs] [pcs]
6x 60 9660JS 6 60 40 30 20 100 600
6x70 9670JS 6 70 40 40 25 100 600
6x80 9680JS 6 80 40 50 25 100 600
6x100 96100JS 6 100 40 60 25 100 600
6x120 96120JS 6 120 40 80 25 100 600
6x 145 96145JS 6 145 40 80 25 100 600
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Eyebolt
screw

Advantages

+ The scaffold plug GR (see page 40) matches optimally
with the eybolt screw OES for high load values

- Markings on the eyebolt screw facilitate
controlled screwing-in

+ The eyebolt can also be screwed directly into wood

Suitable building materials

Very suitable

Il

+ Wood
+ Scaffold plug GR
(see page 40)

E—

OES, zinc plated

Other screws

Mounting

Thread length L,
Eyebolt @

/AR
/ @zi
A /

| |
Screw length L,

Screw 0

Wood thread according to DIN 7998

Type ARl d, L L d, g/ 5 mai

d.xL, [mm] [mm] [mm] [mm] 100 pes [pcs] [pes]
12x90 912900ES 12 90 65 23 20 -
12x120 9121200ES 12 120 65 23 20 -
12x160 9121600ES 12 160 65 23 20 -
12x190 912T1900ES 12 190 65 23 20 -
12x230 9122300ES 12 230 65 23 20 -
12x300 9123000ES 12 300 65 23 20 -
12x350 9123500ES 12 350 65 23 20 -
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o CELO o

Advantages

e 4 58 4% 0 v T ——

+ Hanger bolts have a wooden thread on one side and a
metric thread on the other

- Suitable for fixing directly into wood or in combination
with plugs into other base materials

+ For easy installation with external hex and TX recess

Suitable building materials Mounting
Very suitable
Length wood thread L,,, Length metric thread L,
i i i i
+ Wood + Nylon plugs ! | g O

Screw length L,

M8, M10: TX 25
M12:  TX 30
R ——————
EDR, zinc plated

M8 x50 9850EDR 8 50 30 15 100 1.800
M8 x 60 9860EDR 8 60 30 20 100 1.800
M8 x 80 9880EDR 8 80 40 30 50 900
M8x100 98100EDR 8 100 45 40 50 900
M8x120 98120FDR 8 120 50 50 50 900
M10x80 91080EDR 10 80 40 30 50 600
M10x100 910100EDR 10 100 60 30 50 600
M10x 120 910120EDR 10 120 60 40 50 600
M10x 140 910140EDR 10 140 60 50 50 600
M12x125 912125EDR 12 125 60 40 50 250
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Wood screw with
internal thread

Advantages

threaded rods; nor further adaptors necessary

to alternative methods
Double thread for quick screwing in

Wood screw with internal thread M6 or M8 for e.g.

Almost 50% less installation time necessary compared

Perfect solution when combined with e.g. multi-purpose
plug MZK, especially for perforated bricks, boards, etc.

Suitable building materials

Mounting

Very suitable

((

Wood + Nylon plugs

sy

Torab® P, zinc plated

Alternative method:

\:Dmullﬂh

15 seconds

.

Torab® P : 8 seconds

Suitable for

Other screws

i may)
Type Art-No Wood thread Cenesili, Recess plug-@ 20 5
thread 100 pcs
[mm] [pes] [pes]
Torab P M6 9635TRBP 4,5%x35 M6 SW10 6 100 1.800
Torab P M8 9845TRBP 5,5x45 M8 SW10 8 50 900
Socket wrench for installing Torab® P
s
Type Art-No 1€ / 5
pcs [pcs] [pcs]
Socket wrench 10 910LLTRBCA 1 =
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Screws

A (n

max. LCLS mm l‘

<<ty

=

]

Drywall

SSF e 218
e v 218
SSB ———— 218

GSH

s 219

GGS

e 219

PVS

e 219




Drywall
screws

Advantages

R

Fine thread screw SSF

~syrvvvvrvwene) @@

Coarse thread screw SSG

st (@

Drill point screw SSB

S o

Fibreboard screw GSH

momence| G

Drywall-to-drywall screw GGS

I @) Suitable building materials

Very suitable

Metal framing screw PVS

1

Trumpet head screws for finishing flush with the building ,l
material and easy covering / plastering

Black phosphating for corrosion protection and against a
chemical reaction with the plasterboard

Constantly high quality

Wooden framework
C&W-Profiles up to
0,8 mm

Reinforcing profiles
up to 2,25 mm

Drywall screws

Plasterboard/
Fibreboard

Gypsum fibreboards
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CELO

Drywall screws

Fine thread screw

for metal framework

SSF rH2
Type Art-No 10§ |/o os [5 P

pcsl [pes]
35x25 9F3525SSF 1.000 16.000
35x35 9F3535SSF 1.000 12.000
35x45 9F3545SSF 500 6.000
3,5x55 9F3555SSF 500 6.000
39x%25 9F3925SSF 1.000 16.000
39x35 9F3935SSF 1.000 12.000
39x45 9F3945SSF 500 6.000
39x55 9F3955SSF 500 6.000
39x65 9F3965SSF 500 4.000
42x75 9F4275SSF 200 3.200
50x90 9F590SSF 200 2.400

Coarse thread screw

for wooden framework

“syrvvyyyyvons) @@

<ol

SSG rPH2
ars
Type Art-No 1 €/ =

00 pcs [pcs] [pes]
39x25 9F39255SG 1.000 16.000
39x%35 9F39355SG 1.000 12.000
39x45 9F39455SG 500 6.000
39x55 9F39558SG 500 6.000
4,2%75 9F4275SSG 200 3.200
5,0x90 9F590SSG 200 2.400

Drill point screw

for metal reinforcing framework up to 2,25 mm

[ L™

max.| | 2,25 mm

s @ L=

SSB FH 2 —
Type Art-No Og/ 5 e
100 pcs [pes] [pcs]
35x25 9F3525SSB 1.000 16.000
35x35 9F3535SSB 1.000 12.000
35x45 9F3545SSB 500 6.000
35x55 9F3555SSB 500 6.000
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Drywall screws

Fibreboard screw

Special drywall screw for gypsum fibreboards

Drywall screws

= o\
max) g mm |8
l ’ *f\ﬂmmﬁg
GSH PH 2
Type Art-No il 5 =
yp 100 pcs [pcs] [pcs]
39x19 9F3919GSH 1.000 16.000
39x22 9F3922GSH 1.000 16.000
39x30 9F3930GSH 1.000 12.000
39x35 9F3935GSH 500 6.000
39x45 9F3945GSH 500 6.000
39x55 9F3955GSH 500 6.000
39x65 9F3965GSH 500 4.000
Drywall-to-drywall screw
For connecting plasterboards
GGS PH2
Type Art-No .2 5 o
yp 100 pcs [pcs] [pcs]
50x38 9F538GGS 500 6.000
Metal framing screw
Special drywall screw for connecting metal frame profiles
—max. 2] [10.8 mm
A\ = i\
awm;, () <o)
PV'S blue zinc plated, PH 2, head-@ 11 mm .
Type Art-No o 5 e
100 pcs [pes] [pes]
42x13 94213PVS 1.000 24.000
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Screws
Accessories

Magic Tap @ 221
SITe-Bits = 223
PH-Bits ) 224
PZ-Bits - 224
TX-Bits )
Duo-Bits e 224

220




Self-adhesive

PVC cover /|

Advantages

+ Nearly invisible

+ Extreme adhesive strength on wood veneer
and smooth surfaces

+ Permanently durable material, water resistant
+ Matches all countersunk screws
+ T4 colours

Matching the CELO countersunk screws

Accessories for screws

VELOX® SIT, p. 192 Adjustment screw JS, p. 212

e

VELOX® Pozi, p. 196 Hanger bolt EDR, p. 214

Chipboard screws SPS, p. 209 BMax countersunk head, p. 203
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CELO

Magic Tap

Magic Tap in blister

Type Art-No Colour” @ &/ @
[mm] Blister [pcs] [Blister]
Magic Tap white 51MT20 13 20 10
Magic Tap beech tree 5HMT20 _ 13 20 10
Magic Tap grey 5GRMT20 13 20 10
Magic Tap grained white 5WPMT20 13 20 10
Magic Tap black 54MT20 [ ] 13 20 10
Magic Tap oak tree 5ROMT20 T 13 20 10
Magic Tap cherry tree 5CMT20 - 13 20 10
Magic Tap pine tree 5PIMT20 13 20 10
Magic Tap sapely ESMT20 o | 13 20 10
Magic Tap maple 5MAMT20 s 13 20 10
Magic Tap beige 5BEMT20 13 20 10
Magic Tap wenge 5WEMT20 — = ] 13 20 10
Magic Tap walnut tree 5NOMT20 - 13 20 10
Magic Tap aluminium 5ALMT20 13 20 10
* Minor deviations of the colour possible
| -
Magic TCIp in big craftsman pack
Type Art-No Colour” @ &/ 5 e
[mm] 100 pcs [pes] [pcs]
Magic Tap white 9IMT 13 1.000 16.000
Magic Tap beech tree 9HMT _ 13 1.000 16.000
Magic Tap grey 9GRMT 13 1.000 16.000
Magic Tap grained white IWPMT 13 1.000 16.000
Magic Tap black 94MT [ 13 1.000 16.000
Magic Tap oak tree 9ROMT == 13 1.000 16.000
Magic Tap cherry tree 9CMT - 13 1.000 16.000
Magic Tap pine tree 9PIMT 13 1.000 16.000
Magic Tap sapely 9SMT P | 13 1.000 16.000
Magic Tap maple IMAMT — ] 13 1.000 16.000
Magic Tap beige 9BEMT 13 1.000 16.000
Magic Tap wenge IWEMT — = ] 13 1.000 16.000
Magic Tap walnut tree 9INOMT = 13 1.000 16.000
Magic Tap aluminium 9ALMT 13 1.000 16.000

* Minor deviations of the colour possible



Accessories for screws

Small and
Craftsman pack

Advantages

+ SIT®-Bit for chipboard screws VELOX® SIT
(=AW recess from Wiirth)

+ Significantly improved working comfort, because the
screw easily gets stuck on the bit and cannot tumble

+  Perfect power transfer due to conical form; the SIT®-Bit
centers itself, the flanks also transfer high screw-in
moments optimally

Minimal wear and tear of the bit due to perfect fit
between bit and screw

-+ Robust plastic box with EURO-punching

=)

SIT°-Bits
Type Art-No €/ E.:/ @
[Pe Bz [pcs] [Blister]

SIT 10 Small pack TUSIT10 2 10
SIT 20 Small pack TUSIT20 2 10
SIT 25 Small pack TUSIT25 2 10
SIT 30 Small pack TUSIT30 2 10
SIT 40 Small pack TUSIT40 2 10
SIT 10 Craftsman pack 9USIT10 10 10
SIT 20 Craftsman pack 9USIT20 10 10
SIT 25 Craftsman pack 9USIT25 10 10
SIT 30 Craftsman pack 9USIT30 10 10
SIT 40 Craftsman pack 9USIT40 10 10
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CELO

—= -

PH-Bits 1/4'x 25

Other

=
e Areetio €é Bl?s{er 1
° [pes] [Blister]
PH 1 9UH1 n "
PH 2 9UH2 10 "
PH 3 9UH3 10 .
H’ 0 PZ
PZ-Bits 1/4"x 25
=
e Aretio €é Bl?s{cer
P [pesl] [Blister]
PZ1 9UZ1 5 =
PZ2 9UZ2 0 o
PZ3 9UZ3 10 o
—
C) x
TX-Bits 1/4"x25
e Aretio €é Bl?s{er E] @
? [pcs] [Blister]
TX10 9UTX10 n "
TX15 9UTX15 10 0
TX 20 9UTX20 10 o
TX 25 9UTX25 10 N
TX 30 9UTX30 10 .
TX 40 9UTX40 10 0
TX 50 9UTX50 . o

Duo-Bit TX20/TX40, TX25/TX40 O D0-Bit PZ2/TX40

Duo-Bits for IPL 60

=
Type Art-No Dimensions For use with €/ €/
pc Blister -
[pes] [Blister]
IPL60 and
TX20/TX40 7DTX20TX40 S 5 10
IPLE0 and
e (DTXzTX0 TX25 screw 2 10
PZ2/TX40 7DPZ2TX40 IPL60 and ) "
PZ2 screw




